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II.

PROJECT DESCRIPTIGN

General

This project involves the modification of an existing traffic
signal with interconnact ot tThe intersection of MD 5 (Branch
Ave at MD 458 (Silver HI!Il Road) / lverson Street in

Prince George’s County, Maryland. MD 5 is assumed to run in a
north / south direction.

Interssection Operation

No change 1o the existing traffic signal operation is
redquired.

Special Notes

1.7 Maintenance of traffic wil!l be handied by Tha contfractor
utitiizing the following standard plates for traffic
gontrol: 104.00 — 104.00-30, 104.32-07, 104.33-02.
104.38-02, 104.39-02, 104.40-02, 104.41-02., 104.44-02,
104.45-02, 104.48-02.

2.1 The Tollowing are SHA District 3 Contact persons:
M. Richard L. Daff. Sr. M. Charles Watkins
Chief, Traffic Operations District Engineer
Division (410Q) 787-7630 (30%) 513-7311
Mr. Majib Shakib Mr. Randy Brown
Asst. District Engineer - AgssT. District Enginesr -
Traffic Mdintenance
(301) 513-73%8 (301) 513-7304

Mr. Augistine Rebish
District Engineer— Utility
(301) 513-7350

I+em No. Quantity uUnits

7

I

EA

EA

EA

EQUIPMENT LIST

A. Equipment to be supptied by the Administration :

Specification

814
814

817

Section : ' Description

12 in.' 1 way 3 section
(RA,YALGA) polycarbonate
signal head — span mount.

Install 12 in. Two-way 2
section pedestrian signal
head pedestal pole mount

Pedestrian pushbutton and

R10-3¢c sign

B. Equipment to be

Item No. Quantity

2
1370

160

20

280

550

60

370

4600

2160

5730

N
1450

LS

EQUIPMENT LIST CONT.

cY
LF

LF

CcY

EA

LE

LF

LF

LF

L

LF

LF

EA

EA

LF

LS

EA

EA

Units

furnished and/or installed by the Contractor.. -

Speci-fication

205
555

555

801

804

805

505

805

805

G05

810

810

810

810

811

814

815

KX

818

818

XK

Section -~ Description

Test pit excavation

12 in. white, refiective
thermoplastic pavement
marking

24 in. white, refiective
thermoplastic pavement
mark ing

Furnish and install
concrete fTor signal
foundation.

Furnish and install
ground rod ~ 374 in.
diameter x 10 f+.

Furnish and instal!l 4 in.
schedule 80 rigid PVC
conduit — Tranched.

Furnish and install 3 in.
schedule 80 rigid PVC
conduit - bored.

Furnish and install 2 in.
schedule 80 rigid PVC
conduit -~ Trenched.

Furnisn and instcll 1 in.
lTauid tight flexible
non-metal lic conduit for
detector wire slesvs.

Furnish and install 1 in.
elaectrical conduit -~
galvanized sieeve

Furnish and install No. 6
AWG. standard bare copper
ground wire.

Furnish and install

electrical cablte - 2
conductor CAluminum
shieldead).

Furnish and instal |
electrical cable ~ 7
conducTtor (No. 14 AWG).

Furnish and install loop
wire encased in flexiblse
tubing (No. 14 AWG).

Furnish and install
electrical handhole.

Install signal head — any
type. ‘

Furnish and install saw
cut for signal.

Raemoval and disposal of
gxisting materials.

Furnish and instat! 10
f+.pedestal pole

Furnish and instatll
bredkaway base support
system.

Ins+all pushbutton and
sign.
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